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§84.80

grade requirements for Type I gaseous
air set forth in the Compressed Gas As-
sociation Commodity Specification for
Air, G-7.1, 1966 (Grade D or higher qual-
ity). G-7.1 is incorporated by reference
and has been approved by the Director
of the Federal Register in accordance
with 5 U.S.C. 552(a) and 1 CFR part 51.
Copies may be obtained from American
National Standards Institute, Inc., 1430
Broadway, New York, NY 10018. Copies
may be inspected at the NIOSH, Na-
tional Personal Protective Technology
Laboratory, P.O. Box 18070, 626 Coch-
rans Mill Road, Pittsburgh, PA 15236,
or at the National Archives and
Records Administration (NARA). For
information on the availability of this
material at NARA, call 202-741-6030, or
go to: http://www.archives.gov/
federal register/

code of federal regulations/

ibr locations.html.

(d) Compressed, liquefied breathing
air shall meet the applicable minimum
grade requirements for Type II liquid
air set forth in the Compressed Gas As-
sociation Commodity Specification for
Air, G-7.1, 1966 (Grade B or higher qual-
ity). G-7.1 is incorporated by reference
and has been approved by the Director
of the Federal Register in accordance
with 5 U.S.C. 552(a) and 1 CFR part 51.
Copies may be obtained from American
National Standards Institute, Inc., 1430
Broadway, New York, NY 10018. Copies
may be inspected at the NIOSH, Na-
tional Personal Protective Technology
Laboratory, P.O. Box 18070, 626 Coch-
rans Mill Road, Pittsburgh, PA 15236,
or at the National Archives and
Records Administration (NARA). For
information on the availability of this
material at NARA, call 202-741-6030, or
go to: hitp://www.archives.gov/
federal register/
code of federal regulations/
ibr _locations.html.

[60 FR 30355, June 8, 1995, as amended at 80
FR 3907, Jan. 26, 2015]

§84.80 Interchangeability of oxygen
and air prohibited.

Approvals shall not be issued by the
Institute for any apparatus, combina-
tion of respirator assemblies, or any
apparatus or respirator component
which is designed or constructed to

42 CFR Ch. I (10-1-15 Edition)

permit the interchangeable use of oxy-
gen and air.

§84.81 Compressed breathing gas and
liquefied breathing gas containers;
minimum requirements.

(a) Compressed breathing gas and liq-
uefied breathing gas containers shall
meet the minimum requirements of the
Department of Transportation for
interstate shipment of such containers
when fully charged.

(b) Such containers shall be perma-
nently and legibly marked to identify
their contents, e.g., compressed breath-
ing air, compressed breathing oxygen,
liquefied breathing air, or liquefied
breathing oxygen.

(c) Containers normally removed
from apparatus for refilling shall be
equipped with a dial indicating gage
which shows the pressure in the con-
tainer.

(d) Compressed breathing gas con-
tained valves or a separate charging
system or adapter provided with each
apparatus shall be equipped with outlet
threads specified for the service by the
American Standards Association, Com-
pressed Gas Cylinder Valve Outlet and
Inlet Connections, B57.1-1965. B57.1-1965
is incorporated by reference and has
been approved by the Director of the
Federal Register in accordance with 5
U.S.C. 552(a) and 1 CFR part 51. Copies
may be obtained from American Na-
tional Standards Institute, Inc., 1430
Broadway, New York, NY Copies may
be inspected at the NIOSH, National
Personal Protective Technology Lab-
oratory, P.O. Box 18070, 626 Cochrans
Mill Road, Pittsburgh, PA 15236, or at
the National Archives and Records Ad-
ministration (NARA). For information
on the availability of this material at
NARA, call 202-741-6030, or go to: http:/
www.archives.gov/federal register/
code of federal regulations/
ibr locations.html.

[60 FR 30355, June 8, 1995, as amended at 80
FR 3907, Jan. 26, 2015]

§84.82 Gas pressure gages; minimum
requirements.

(a) Gas pressure gages employed on
compressed breathing gas containers
shall be calibrated in pounds per square
inch.
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